
  UOP325D Series – Open-frame Type 
 

 
 UOP325D 

 
Dimension 

 
 

 
Input Output 

5V 12V 
5V ± 5% 0A – 1.5A 12V ± 5% 0.1A – 1.5A 
5V ± 5% 0.1A – 1.5A 12V ± 5% 0.1A – 1A 
5V ± 5% 0.1A – 2A 12V ± 6% 0.1A – 1.5A 

 
 

AC90V~264V 
 

5V ± 5% 0.1A – 2A 12V ± 6% 0.1A – 1A 
 

Feature: 
Constant Voltage Mode (C.V.) 
Super Mini Size  
Application: 
CD-ROMs and Hubs 
Communication Terminals 
Tester Machines 
Any Portable Devices/Machines 



 
Input/Output Specifications 
Input voltage: AC100V~240V, 60/60Hz 
Range voltage: AC90V~264V, 47~63Hz 
Output power: 25W 
Output voltage: 3.3V~12V 
Over current protection: 120%min. 
Over voltage protection: 120%min. 
Short protection: Auto Recovery 
Load regulation: ±5%  
General Specifications 
Operating temperature: 0~40ºC 
Operating relative humidity: 5~95%RH  
Storage temperature: -20~85ºC 
Withstanding voltage: AC3000V/Min (between input & output), 5mA (Max) 
Insulation resistance: DC500V 100MΩ (Min) (between input & output) 
Efficiency: 70% Min 
Safety 
CB, CE, UL/CUL 

 




